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• Graphic dimensions:
1990mm(h) x 950mm(w)

• Podium table kit
required for stability

Set 1 Set 2 Set 3

Set 4

Alternative
Layout

• Graphic dimensions:
1990mm(h) x 750mm(w) x2

• Podium table kit
required for stability

• Graphic dimensions:
1990mm(h) x 950mm(w) x1
1990mm(h) x 750mm(w) x2

• Graphic dimensions:
1990mm(h) x 950mm(w) x3

Please note screen and graphics not included
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8 Audio Visual displays

• Contemporary design for mounting 
a flat screen up to 42” wide

• Elegant, high quality stand with screen
tilt facility, finished in Olympic satin silver

• Simple, robust assembly incorporating
wheel-braked swivel castors as standard

• Complete cable management

• Adjustable height control

• Optional AV equipment tray

AV22”
Footprint 657mm(w) x 424mm(d),
approximate overall height 1550mm
(including screen), net weight 19.2kg
(excluding screen), gross weight 21.9kg

AV32”
Footprint 788mm(w) x 424mm(d),
approximate overall height 1850mm
(including screen), net weight 32.4kg
(excluding screen), gross weight 36.5kg

AV42”
Footprint 1107mm(w) x 424mm(d),
approximate overall height 2050mm
(including screen), net weight 34.9kg
(excluding screen), gross weight 39.0kg

  Please note screen and graphic not included 

Kit includes:

• Base with castors

• Two curved aluminium uprights and
header rail

• Central column with VESA compatible
head (AV22”) or universal mount
bracket (AV32” and AV42”)

• Re-usable packaging with Velcro
retaining straps included

AV22”

AV32”

AV42”
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AV22” ScreenStand AV32” ScreenStand AV42” ScreenStand
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AV tray

• Suitable for screens up to 22”

• Height and incremental 
angular adjustment

ADJUSTABLE head  

• Four separate channels to route 
cables through the central pillar 
(2 at front, 2 at rear)

• Push wires through rubber strips
into pillar channels for invisible
cable management

• Sufficient space within pillar to
accommodate all lead sizes

CABLE management

• Twin-combination security locks

• Discreet mounting under base

• Compatible with AV22”, 32” and 42”

• Inside tray dimensions: 
436mm(w) x 346mm(d) x 71mm(h)

• Net weight 3.4kg

• Quality assured – 12 month guarantee

Shown installed
beneath AV22”
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